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1. Operating instructions. 

The grinding machine is designed for grinding adjusting shims to a precise size and 
surface finish. 

 

1.1. Installation on the working table. 

Before operating the machine, it is recommended to place it on a worktable to 
prevent movement and to ensure that the machine is stable on the table surface. To do 
this, adjust the machine legs by tightening the lock nuts on the legs. 

 

1.2. Changing the grinding discs 

 

To change the grinding disc: 

1. Remove the grinding disc protective cover. 

2. Unscrew the nut. Remove the disc. 

3. Fit a new disc. 

  4. Screw on and tighten the nut on the spindle. 

5. Replace the sharpener guard. 

 

1.3. Technical specifications. 

 

Mains voltage, V      220 

Mains frequency, Hz 50 

Power consumption, W 500 

Shaft speed, rpm                                                                                                                   2950 

Grinding wheel thickness, mm 10 

Diameter of the grinding disc, mm 100 

Diameter of the wheel mounting hole, mm 20 

Weight, kg 33,6 

Sound pressure level, dB <75 

 

1.4. Complete set of equipment 
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Arrow micrometer 1 

220V power cable 1 

Plate holder for washers 1 

Hexagonal key M10 1 

Hexagonal key M6 2 

Handle lever 1 

 

Disposal. If you need to dispose of the machine, we recommend that you comply with 
the applicable regulations. We do not recommend disposing of the sharpener in a 
normal garbage can or down the garbage disposal! 

 

2. Safety. 

Before operating the machine, carefully read the data sheet and  

and observe its requirements and recommendations.  Be sure to follow the 
electrical and fire safety regulations.  

     Before switching on the machine, make sure that the cord, plug, socket are in 
good condition and that the machine is not mechanically damaged. Ensure that the 
workplace is adequately lit and that there is free space around the machine. Keep the 
workplace clean and free from clutter. 

Do not use the machine in rooms with multiple floors.  

Do not operate the machine in rooms with an air humidity of more than 80%.   

Keep children and unauthorised persons at a safe distance from the workplace. 

Be sure to periodically ventilate the room where the work is being performed. 

Do not leave the machine switched on unattended.  

Before leaving the workplace, switch off the machine and unplug the power cord. 

Failure to insulate the wiring or to ground and shield live parts can result in 
electric shocks. 

Protect the power cord from oil and water. Also, avoid damage from sharp 
corners and do not touch heated surfaces. 

Do not modify the design of the machine and its accessories. Do not operate the 
machine in rooms where flammable, corrosive and volatile substances are stored. 

Do not operate the machine if you are under the influence of alcohol or drugs! 

Do not operate the machine if any of the following malfunctions occur during 
operation 



 
OS. 80-002 GRINDING MACHINE ALFA - 100 

Technical description 
 

info@opensystem-west.net                   +4915233699528                                               5

 

- damage to the plug connection of the cable (cord) or its protective tube; 

- unclear operation of the switch; 

- smoke or smell characteristic of burning insulation; 

- breakage or cracks in the body or handle; 

- damage to the fastening of replaceable heating elements; 

Do not allow parts and components of the machine to come into contact with any 
liquids. The welding machine must be disconnected from the mains: 

- when changing and installing tacks; 

- during a long break in work; 

- at the end of work or shift. 

DO NOT CONNECT THE MACHINE TO A NETWORK THAT DOES NOT 
HAVE A GROUNDING CIRCUIT! 

 

3. Warranty obligations. 

 

3.1. The warranty covers all defects caused by the manufacturer's fault! 

 

The manufacturer guarantees compliance of the product set with safety 
requirements, provided that the consumer complies with the rules of use, transportation, 
storage, installation and operation. 

 

3.2. The warranty does not cover defects caused by 

 

- Incorrect storage, installation, and handling of the product; 

- improper transport and loading and unloading operations; 

- traces of exposure to substances aggressive to the product materials; 

- damage caused by fire or the elements, force majeure circumstances;    

- damage caused by incorrect actions of the consumer; 

- traces of unauthorised interference with the product design. 

The manufacturer reserves the right to make design changes that improve the 
quality of the product while maintaining the basic performance. 
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3.3. Terms of warranty service 

Claims regarding the quality of the goods may be made during the warranty 
period. 

Defective products are repaired or exchanged for new ones free of charge during 
the warranty period. The decision to replace or repair the product is made by the Service 
Centre. The replaced product or its parts obtained as a result of repair become the 
property of the Service Centre. 

The costs associated with dismantling, assembling and transporting the defective 
product during the warranty period shall be reimbursed. 

If the claim is unfounded, the costs of diagnostics and examination of the product 
shall be paid by the BUYER. 
 

 

4. WARRANTY CARD 

GRV-03 MACHINE FOR LAPPING INJECTOR VALVES 

Serial number № G 003 

Name of the manufacturer Individual entrepreneur Hryb Larysa Yuriyivna 

Date of sale______________________________________ 

Seller's signature___________________________________ 

BUYER_________________________________________ 

 

The warranty period is twelve months from the date of sale to the end user. 

For warranty repairs, complaints and claims to the quality of products, please contact the 
Manufacturer at the following address. 84 Poleva St., Bila Tserkva, Ukraine. 

Tel: +38067 748 35 36 


